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| ————WEATHRPROOF LIGHTING FIXTURE WITH GUARD
(HUBBELL #WMX~152-VCG—15)

RCUITRY IN RIGID METAL CONDUIT

MECHANICAL
EQUIPMENT

6'-6"

120 VOLT DUPLEX, GROUND FAULT RECEPTACLE
AND LIGHT SWMTCH IN WEATHERPROOF BOX

COPPER BUS 1/4” X 2"
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@ PVC CONDUIT — [ [®! 4 _- o TYPICAL OF 4 E a f ADD 5 LBS RED DYE .
TYPICAL OF 4 ‘ s . f SEE PLAN FOR S1zZ4 O Q 4 Per vaRD oF concreTE. \
@ SEE PLAN FOR SIZE .\l»S 5 LBS RED DYE AND NUMBER
AND NUMBER ) PER YARD OF CONCRETE. CONGRETE ey O . ——ROOF CURB ROOF MEMBRANE
10-0" | . —_— s K
(TYPICAL 3 SIDES) CONCRETE ——————— ‘L) O . { 3000 PSI MINIMUM po i I el ; ﬁ /oo AND INSULATION
< o —
3000 PSE MINIHEN = _MIN. #4 REBAR AT EACH I\ f N NOTE: GROUND BUS BARS SHALL HAVE ANCHORS
(1) MAIN SWITCHBOARD GROUNDING BUS (®) STRUCTURAL STEEL #4 REBAR AT EACH I\ ! CORNER WHERE CONDUIT 750 ——| |~— \ N> rooF DECK INSTALLED AT 2'—0" INTERVALS MAXIMUM
(2) NEUTRAL DISCONNECT LINK. (7) GROUNDING CLAMP ON METALLIC PIPE %N%MMW e_\”_mw_wmm\m_wﬂwwwm s 75— = CROSSES ROADS/TRAFFIC AREAS 3" MIN. I\ AND AT ENDS OF BUS BAR.
' MINIMUM SEPARATION BETWEEN PITCH POCKET FURNISHED ———REFER TO DRAWINGS FOR
(3 #4/0 BARE COPPER GROUNDING (® WATER SERvicE PIPE POWER AND TELECOMMUNICATIONS BY ELECTRICAL CONTRACTOR BRANCH GIRCUIT HOMERUN
CONDUCTOR (® UTILZE EXOTHERMAL WELDING ON DUCTS SHALL BE 12* AND INSTALLED BY ROOFING
() BULDING EXTERIOR WALL GROUND ROD CONNECTIONS ARy
(® 10'-0" X 3/4” COPPERWELD GROUND ROD @@ NeumaL BUS
DRIVEN WITH TOP 1°-0" BELOW GRADE
GROUND COUNTERPOISE DETAIL N.T.S. ELECTRICAL FEEDER DUCT CROSS SECTION DETAIL N.T.S. TELECOMMUNICATIONS DUCT CROSS SECTION DETAIL N.T.S. ROOF TOP MECHANICAL EQUIP. LIGHTING & RECEPTACLE DETAIL N.T.S. GROUNDING BUS INSTALLATION N.T.S.
(MOUNTED TO HVAC EQUIPMENT)
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REFER TO LIGHT FIXTURE SCHEDULE

FOR POLE AND FIXTURE TYPES

#6 COPPER LUGGED
TO POLE AT HANDHOLE

The Village

Shoppes of
North Reading

03 Main Street
North Reading, MA

Permit

——NT EXOTHERMIC WELD
HAND HOLE A“H_ ANCHOR BOLTS' COAT ALL BOLTS GALVANIZE TO COLUMN
THREADS, NUTS & WASHERS EXPOSED RIGID STEEL
,u\ ABOVE CONCRETE SHAFT WITH “ZRC’ CONDUIT STEEL COLUMN
GALVANIZED PIPE SLEEVE er 4 COLD GALV. AFTER LEVELING 4 FINISHED GRADE
1'-6 \\l
rIv BASE COVER L s e | T T TR [T T T FLOOR
FIRE RATED WALL MATERIAL mmmwm 3/47 CHAMFER . i Eaﬁﬁawawawamaﬁ
% H s Bt R
7777777 N G GALV. RIGID———" 3000 PSI
VS n.\ \\|>zn_.____m BOLTS FEMALE COUPLING CONCRETE
FINISH GRAD 4
v
METAL CONDUIT DNLY 40 WRAP PIPE WITH 10— | a FEMALE PVC
PIPE WRAPPING TAPE < COUPLING
ra WITH 80% OVERLAP.
I U | e RIGID STEEL CONDUIT ?\\\\ enLe 40 v
777777 - R GALVANIZE
— YBRANCH CIRCUIT CONDUIT mmw_w(mqmm_. . ELECTRICAL DUCT
orlgr _ —|v<n CONDUIT 5
_ | / RIGID STEEL TO PVC CONNECTOR A
- .
ml N A NOTES:
1. PROVIDE SURFACE MOUNTED COMPACT FLUORESCENT FIXTURE LS|
3/4" X 10'-0° LONG 44#8 REINFORCING RODS WITH #4 TIES . NO. 4/0 BARE #PET—S—26-CFL-120—-GPT—FG—-LG—-WP
GROUND ROD e 12’ 0.c. COPPER GROUND WIRE
NOTE: FIRESTOP MATERIAL TO HAVE SAME 70 GROUND LOOP 2. NOT USED
MINIMUM FIRE AND SMOKE RATINGS| #3 REBAR TYPICAL s R 7O POWER PLANS FOR GIRCUIT INFORMATION
OF THE WALL BEING PENETRATED. AND LONGITUDINAL WELD - REFER
AT ALL CORNERS EXOTHERMIC
18 GROUND ROD
SEE SHEET E-1 10'LX3/4" DIA
FOR CONDUIT NUMBER
AND SIZES.
CONDUIT THRU FIREWALL DETAIL N.T.S. POLE BASE DETAIL N.T.S. ELECTRICAL SERVICE RISER CONDUIT DETAIL N.T.S. GROUNDING FOR STEEL COLUMN DETAIL N.T.S. TYPICAL ELEVATOR PIT DETAIL N.T.S.
4 4
o R
CRETE SLAB
_ ey - EOUNDATION — PAD MOUNT TRANSFORMER @//mnm NOTE #2 m_%o:,;._.on MECHANICAL
7 el e Ao « A AN SCOPE_ SEE NOTE #3
10° [or [ *lgee 9 °°@. °°° 9 " ﬁwW\lagm O] THIS STANDARD COVERS SPECIFICATIONS FOR THE CONSTRUCTION OF SEE NOTE #1 4 OR TOP OF HOISTWAY
. PAD MOUNT TRANSFORMER FOUNDATION AND GROUNDING. - - <
ot () SAND NOTE: GROUNDING BY ELECTRICAL CONTRACTOR SINGLE DAMPER AT
ELEVATOR TOP OF ELEVATOR
ESCUTCHEON FOR CONDUIT LN ROl CONDUIT CONTROL SHAFT
AT SCREEN INSTALL AS SHOWN BEFORE SLAB IS POURED. USE 36" RADIUS BENDS, |
\ WITH COUPLINGS, NIPPLES AND BUSHINGS AS REQUIRED (MATERIAL MAY
COVER PLATE SECTION A-A BE GALVANIZED STEEL OR PVC). o
TERMINATIONS OF CONDUITS SHALL BE LOCATED EXACTLY AS SHOWN.
TS S T - | e o 2
. . CONTROL
METAL HOOD . (R=——GROUND 120VAC EMERGEN
CONDUIT 1 A ROD ® crounD GRID OR — | —
k127 12 e . CUIT NOTE 5
-+ 1 INSTALL #1/0 7 STRAND BARE COPPER WRE LOOP 1'-(0' — ADDRESSABLE LINE
e BELOW BOND TO ALL EXPOSED METALLIC CONDUIT AND LEAVE 120VAC EMERGENCY
— L 120 3'-0" OF WIRE ABOVE PAD FOR GROUNDING TRANSFORMER AT TWO C CIRCUIT NOTE 5
B N | s GPPoSTE LONT M Ol COUT GRS oz T
4 —t ] SLAB CONNECTORS wm_.oa GROUND. LEAVE GRID EXPOSED UNTL INSPECTED Lcar LeHTS & FANS
J , © | rewvorans BY THE UTILITY COMPANY. TROL & SIGNAL SYSTENS
BASE FLASHING ﬁz...mxoo: SYSTEM
GRAVEL AND SAND
T 8 CONDUITS ®
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ROOF DECK I—

NOTE: ALL ROOF PENETRATIONS TO BE ACCOMPLISHED BY ROOFING CONTRACTOR.

MAX.- L — -
. 3 M_w Hm_m.rw.%..u
SECONDARY | OF WRE

GRAVEL AND SAND SHALL BE PLACED AS SHOWN.
THE GRAVEL BEING COMPACTED AND THE SAND THOROUGHLY WETTED
JUST BEFORE PLACING THE CONCRETE.

@ CONCRETE SLAB
INSTALL CONCRETE IN ACCORDANCE WITH UTILITY COMPANY STANDARDS

UNLESS OTHERWISE SPECIFIED. ALL EXPOSED EDGES TO HAVE 3/4°
CHAMFER.

@ REINFORCING
REINFORCING TO BE #4 — GRADE 60 BARS AND SHALL CONFORM TO
ASTM STD. A-615 OF LATEST DATE. REINFORCING RODS TO BE LOCATED
IN CENTER OF THE SLAB, WITH A MINIMUM OF 2* CLEARANCE FROM

NOTES:

1. FOR EXACT QUANTITIES OF ELEVATOR CONTROLS AND EQUIPMENT LAYOUT REFER TO
ELEVATOR CONSULTANT'S DRAWINGS.

2. PROVIDE 1* EMPTY CONDUIT WITH PULL STRING TO THE TELECOM CLOSET.

3. PROVIDE 1* EMPTY CONDUIT WITH PULL STRING TO THE FIRE PANEL FOR REMOTE ELEVATOR
MONITORING OF ELEVATOR RECALL.

4. DEVICES AND LAYOUT SHOWN FOR TWO ELEVATORS IN ONE MACHINERY ROOM, ADJUST TO

NOTES:
1. DEVICES SHOWN ARE TYPICAL AT EACH ELEVATOR.

2. POWER FROM NEAREST AVAILABLE HOUSE PANEL, REFER TO PLANS FOR MORE
INFORMATION.

SEQUENCE OF OPERATION
DAMPERS SHALL BE SET IN THE CLOSED POSITION AND SHALL AUTOMATICALLY OPEN UPON:
A. THE ACTIVATION OF ANY FIRE ALARM INITIATING DEVICE OF THE BUILDINGS FIRE ALARM
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= ROUND N T o SUIT NUMBER OF ELEVATORS SHOWN ON PLAN. Coswma o
) 5. REFER TO POWER PLANS FOR CIRCUIT INFORMATION. e ROOM TEMPERATURE RISING ABOVE SOF. -
GROUND ROD 6. REFER TO ELEVATOR MANUFACTURES INSTALLATION SHOP DRAWINGS FOR MORE
INFORMATION.
CONDUIT THRU ROOF DETAIL N.T.S. PAD MOUNTED TRANSFORMER DETAIL  NOTE: PAD SIZE WILL VARY WITH KVA, REFER TO UTILITY COMPANY STANDARDS N.T.S. TYPICAL ELEVATOR MACHINE ROOM LAYOUT N.T.S. ELEVATOR SMOKE DAMPER FIRE ALARM INTERFACE N.T.S.
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